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ment component of a compression-ignition engine comprises
calculating an initial estimate of accumulated particulate mat-
ter based on a pressure-based soot accumulation model and a
pressure drop index indicative of a decrease in pressure across
the component. An adjusted estimate of accumulated particu-
late matter in the component is calculated based on the initial
estimate and a soot prediction error inherent in the soot
model. The adjusted estimate is compared to a predetermined
threshold associated with the after-treatment component, and
a remedial action is initiated when the adjusted estimate of
accumulated particulate matter in the after-treatment compo-
nent exceeds the predetermined threshold. The pressure-
based soot accumulation model may be configured to predict
soot accumulation in the absence of passive regeneration, and
an adjusted kinetic burn model may be used to estimate a
quantity of soot disposed through passive regeneration.
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1
METHOD FOR CONTROLLING
REGENERATION WITHIN AN
AFTER-TREATMENT COMPONENT OF A
COMPRESSION-IGNITION ENGINE

FIELD OF THE INVENTION

The subject invention relates to after-treatment systems for
compression-ignition engines and more particularly to a
method for controlling regeneration within an after-treatment
component of a compression-ignition engine.

BACKGROUND

The emission of particulate matter in exhaust from com-
pression-ignition engines is regulated for environmental rea-
sons. Thus, vehicles equipped with compression-ignition
engines often include after-treatment components such as
particulate filters, catalyzed soot filters and adsorption cata-
lysts for removing particulate matter and other regulated con-
stituents (e.g., nitrogen oxides or NOx) from their exhaust
streams. Particulate filters and other after-treatment compo-
nents can be effective, but can also increase back pressure as
they collect particulate matter.

Particulate matter may include ash and unburned carbon
particles generally referred to as soot. As this carbon-based
particulate matter accumulates in the after-treatment compo-
nents, it can increase back pressure in the exhaust system.
Engines that have large rates of particulate mass emission can
develop excessive back pressure levels in a relatively short
period of time, decreasing engine efficiency and power pro-
ducing capacity. Therefore, it is desired to have particulate
filtration systems that minimize back-pressure while effec-
tively capturing particulate matter in the exhaust.

To accomplish both of these competing goals, after-treat-
ment components must be regularly monitored and main-
tained either by replacing components or by removing the
accumulated soot. Cleaning the accumulated soot from an
after-treatment component can be achieved via oxidation to
CO2 (i.e., burning-off) and is known in the art as regenera-
tion. To avoid service interruptions, regeneration is generally
preferred over replacement of after-treatment components.

One way that regeneration may be accomplished is by
increasing the temperature of the filter material, and the col-
lected particulate matter, to a level above the combustion
temperature of the particulate matter. Elevating the tempera-
ture facilitates consumption of the soot by allowing the excess
oxygen in the exhaust gas to oxidize the particulate matter.
Particulate matter may also be oxidized, and thus removed, at
lower temperatures by exposing the particulate matter to suf-
ficient concentrations of nitrogen dioxide (NO2). Exhaust
from a compression-engine, such as a diesel engine, typically
contains NOX, which consists primarily of nitric oxide (NO)
and approximately 5 to 20 percent NO2, with greater levels of
NO2 being common where oxidation catalysts are present in
the exhaust stream. Thus, some level of regeneration occurs
even at a relatively low temperature.

The regeneration process can be either passive or active. In
a passive system, regeneration occurs whenever heat (e.g.,
carried by the exhaust gasses) and soot (e.g., trapped in the
after-treatment components) are sufficient to facilitate oxida-
tion, and/or whenever sufficient concentrations of NO2 are
present in the exhaust to enable oxidation at lower tempera-
ture. In an active system, regeneration is induced at desired
times by introducing heat from an outside source (e.g., an
electrical heater, a fuel burner, a microwave heater, and/or
from the engine itself, such as with a late in-cylinder injection
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or injection of fuel directly into the exhaust stream). Active
regeneration can be initiated during various vehicle opera-
tions and exhaust conditions. Among these favorable operat-
ing conditions are stationary vehicle operations such as when
the vehicle is at rest, for example, during a refueling stop.
Engine control systems can be used to predict when it may be
advantageous to actively facilitate a regeneration event and to
effectuate control over the regeneration process.

Accordingly, it is desirable to provide an improved system
and method for determining when to facilitate active regen-
eration and for controlling active regeneration of particulate
filtration systems.

SUMMARY OF THE INVENTION

In one exemplary embodiment of the invention, a method
for controlling regeneration within an after-treatment com-
ponent of a compression-ignition engine comprises calculat-
ing an initial estimate of accumulated particulate matter in the
after-treatment component based on a pressure-based soot
accumulation model, a pressure drop index indicative of a
decrease in pressure of an exhaust stream as it passes through
the after-treatment component, and a flow rate index indica-
tive of a rate of flow of the exhaust stream. An adjusted
estimate of accumulated particulate matter in the after-treat-
ment component is calculated based on the initial estimate of
accumulated particulate matter in the after-treatment compo-
nent and a soot prediction error inherent in the soot model.
The adjusted estimate is compared to a predetermined thresh-
old associated with the after-treatment component, and a
remedial action is initiated when the adjusted estimate of
accumulated particulate matter in the after-treatment compo-
nent exceeds the predetermined threshold.

In another exemplary embodiment of the invention, the
pressure-based soot accumulation model is configured to pre-
dict soot accumulation in the absence of passive regeneration.

In yet another exemplary embodiment of the invention, an
adjusted kinetic burn model estimates a quantity of soot dis-
posed through passive regeneration.

The above features and advantages and other features and
advantages of the invention are readily apparent from the
following detailed description of the invention when taken in
connection with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

Other features, advantages and details appear, by way of
example only, in the following detailed description of
embodiments, the detailed description referring to the draw-
ings in which:

FIG. 1 is a process flow diagram showing an exemplary
process for controlling regeneration within an after-treatment
component of a compression-ignition engine, and

FIG. 2 is a process flow diagram showing an exemplary
process for developing an adjusted kinetic burn model.

DESCRIPTION OF THE EMBODIMENTS

The following description is merely exemplary in nature
and is not intended to limit the present disclosure, its appli-
cation or uses. It should be understood that throughout the
drawings, corresponding reference numerals indicate like or
corresponding parts and features.

Inaccordance with an exemplary embodiment of the inven-
tion, as shown in FIG. 1, a process 100 for controlling regen-
eration within an after-treatment component of a compres-
sion-ignition engine, such as a particulate filter, generally
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includes the step of calculating an initial estimate of particu-
late matter accumulation in the after-treatment component
(step 110). This step begins with the calculation or receipt of
apressure drop index indicative of a decrease in pressure of an
exhaust stream as it passes through the after-treatment com-
ponent. In an exemplary embodiment, a signal indicative of
pressure upstream (Pu) of the after-treatment component is
received and recorded (step 112), and a signal indicative of
pressure downstream (Pd) from the after-treatment compo-
nent is also received and recorded (step 114).

Once these pressure signals have been recorded, a pressure
drop index may be calculated (step 116) that is indicative of
the level of pressure decrease experienced by the exhaust
stream as it passes through the after-treatment component at
the different exhaust flow rate. In one embodiment, the pres-
sure drop index is calculated as a ratio of upstream to down-
stream pressure (i.e., PR=Pu/Pd) so as to represent a pressure
ratio across the after-treatment component. In another
embodiment, the pressure drop index is calculated as a dif-
ference between the upstream and downstream pressures
(i.e., DP=Pu-Pd) so as to represent a difference in pressure
across the after-treatment component. In still another
embodiment, the pressure drop index is calculated as the
difference between the upstream and downstream pressures
divided by the magnitude of the upstream pressure (i.e., as a
normalized pressure drop, DPP=DP/Pu) so as to represent a
normalized difference in pressure across the after-treatment
component.

In addition to determining the pressure drop index associ-
ated with the after-treatment component, an exemplary pro-
cess also includes the receiving a flow rate index that is
indicative of a relative flow rate of the exhaust stream (step
118). The flow rate index signal can be produced by an engine
speed sensor or a mass airflow sensor or any other sensor
configured to sense an engine operating condition that is
indicative of the relative flow rate of the exhaust stream.

Once the pressure drop index and the flow index of the
exhaust stream have been determined, an exemplary process
employs a pressure-based soot accumulation model (step
120) to calculate an initial estimate of accumulated particu-
late matter in the after-treatment component based on the
pressure drop index and the flow rate index. This initial esti-
mate represents the amount of particulate matter that is pre-
dicted to have accumulated in the after-treatment component.
The pressure-based soot accumulation model, which may be
based on empirical data, is configured to reflect the relation-
ship between the amount of particulate matter that has accu-
mulated in the after-treatment component, the pressure drop
index, and the flow index. This model is typically calibrated to
accurately predict particulate matter accumulation at cold
temperatures in the absence of appreciable passive regenera-
tion (e.g., with exhaust temperature lower than 230 C).
Accordingly, the soot model is correlated to the particular
form of pressure drop index chosen for the system, which
may be a ratio of upstream and downstream pressures, a
difference between the upstream and downstream pressures,
or a normalized difference between the upstream and down-
stream pressures.

Since the soot accumulation model is calibrated to accu-
rately predict particulate matter accumulation in the absence
of passive regeneration (i.e., at relatively cool temperatures),
in situations where passive regeneration is likely to occur
(i.e., at exhaust temperatures greater than approximately 200
C, in the presence of NOx), the soot accumulation model will
likely predict levels of particulate matter accumulation that
are different from the actual particulate matter accumulation
remaining in the after-treatment component. As an after-treat-
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ment component accumulates particulate matter, the pressure
drop index will reflect that accumulation—at least initially.
As passive regeneration occurs, however, and as particulate
matter accumulates in the after-treatment component, carbon
particles contained within the accumulated particulate matter
will be oxidized through reaction with NO2. This process can
cause the distribution of particles and, consequently, the flow
characteristics within the after-treatment component to
change. As a result, the differential pressure response may not
be able to distinguish between a mere change in soot distri-
bution and an actual change in soot mass due to soot burn.
Therefore, unless the effects of passive regeneration on soot
mass reduction are considered and accounted, the soot model
will fail to accurately predict particulate matter accumulation
and may fail to accurately determine when to facilitate active
regeneration or to properly inform an operator to seek
replacement of a particulate filter or to properly control active
regeneration in after-treatment system components or may
otherwise endanger after-treatment hardware.

To at least partially remedy these shortcomings, process
100 for controlling regeneration within an after-treatment
component includes the further step of calculating (step 130)
a soot prediction error that is inherent in the soot model due to
its failure to account for passive regeneration. This error
could be assessed empirically as the difference between direct
measurement of soot mass (e.g., via changes in weight of the
after-treatment component) and outputs from a soot model
(e.g., based on a differential pressure signal). To compensate
for the soot prediction error, an adjusted kinetic burn model
estimates a quantity of particulate matter disposed through
passive regeneration (i.e., a real-time soot burn rate associ-
ated with reaction of soot with NO2 present in the exhaust
stream). In an exemplary embodiment, an adjusted kinetic
burn model is configured to account for the effects of heat
released by regeneration in the after-treatment component.
The kinetic burn model is also configured to account for the
effects of NOx storage and/or release in the after-treatment
component. The kinetic burn model may also be configured to
account for the effects of sulfation and/or desulfation and
from the formation of alternate reductants in the after-treat-
ment components. The kinetic burn model may also be
adjusted based on data measured using the engine and the
after-treatment component. Accordingly, the kinetic burn
model simulates exhaust flow through the after-treatment
component and heat exchanged among the catalyst substrate,
the soot layer, and the environment. The kinetic burn model
also simulates chemical reactions in the after-treatment com-
ponents and predicts after-treatment performance over a
range of operating conditions. Inputs to the adjusted kinetic
burn model include soot rate at the inlet to the after-treatment
component (e.g., as provided by a soot model based on dif-
ferential pressure, based on estimated soot rates corrected by
exhaust sensors and engine parameters or one or more other
appropriate indices), exhaust gas temperature, temperature
and flow rate, engine speed, fuel flow rate, pressure upstream
of'the DPFE, HC and Oxygen flow at inlet of the DPF, and NOx
level. As a result, use of the kinetic burn model, together with
a soot loading model, enables the level of particulate matter
that is accumulated in the after-treatment component and
oxidized via passive regeneration to be more reliably esti-
mated.

Based on the real-time estimate of accumulated particulate
matter in the after-treatment component determined using the
soot model and the expected soot prediction error (e.g., based
on the amount of soot burned during passive regeneration,
and with the prediction error having been determined empiri-
cally), an adjusted estimate of accumulated particulate matter
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in the after-treatment component is calculated (step 140).
This adjusted estimate is calculated as the sum of the estimate
of'accumulated particulate matter in the after-treatment com-
ponent determined using the soot model and the soot predic-
tion error expected (i.e., level of particulate matter under-
prediction that is inherent in the soot model as estimated by
the kinetic burn model). It should be appreciated that this
real-time correlation of the model estimation (based on dif-
ferential pressure) depends upon the amount of soot burned as
estimated by the kinetic model. Since the kinetic model has
been adjusted (e.g., based on empirical data), the kinetic
model produces a reliable prediction of the amount of soot
burned.

Once the adjusted prediction of accumulated particulate
matter is complete, the adjusted estimate of accumulated
particulate matter in the after-treatment component is com-
pared (step 150) to a predetermined threshold associated with
the after-treatment component. If the results indicate that the
adjusted estimate of accumulated particulate matter in the
after-treatment component exceeds the predetermined
threshold, the control may initiate a remedial action such as
initiating one or more adjustments to one or more engine
control parameters so as to modify operation of the engine to
promote passive regeneration in the after-treatment compo-
nent (step 160). This may be accomplished by configuring the
one or more adjustments to provide a minimum temperature
at the after-treatment component promoting active regenera-
tion in the after-treatment component. The minimum tem-
perature may be achieved by modifying fueling and timing of
the engine or by activating an auxiliary heating element to
increase a temperature of the exhaust stream.

Alternatively to, or in conjunction with, the engine operat-
ing modifications, the control may activate a warning light
instructing the operator to initiate a filter regeneration cycle
(step 170). A manual switch for initiating regeneration may
be provided to enable the operator to respond to the activation
of the warning light, at a time of the operator’s choosing, by
actuating the switch and thereby initiating regeneration step
180).

As shown in FIG. 2, in an exemplary embodiment, a pro-
cess 200 for developing an adjusted kinetic burn model, such
as the model used in step 140 above, includes the step of
collecting (step 210) particulate matter accumulation data
across matrix of after-treatment conditions. Accordingly, par-
ticulate matter accumulation data is gathered under a range of
conditions in which passive regeneration occurs at varying
levels of intensity. As particulate matter accumulates at a
particular operating condition, weight of each after-treatment
component, such as the particulate filter, is measured (step
216) and recorded (step 218) over a period of time as the
particulate matter loads within the component. The change in
weight of the component is indicative of the weight of par-
ticulate matter accumulated in the after-treatment compo-
nent.

More specifically, in an exemplary embodiment, a first
engine is operated (step 212) at a first testing condition char-
acterized by a first ambient pressure and temperature, a first
engine operating speed, and a first engine load. At regular
time intervals, the weight of particulate matter accumulated
in an after-treatment component is measured (step 216) and
recorded (steps 218) until a relevant loading time has elapsed.
Next, a subsequent testing condition is set (step 214) as char-
acterized by a subsequent combination of ambient pressure
and temperature and engine operating speed and load. Again,
at regular time intervals, the weight of particulate matter
accumulated in an after-treatment component is measured
(step 216) and recorded (step 218) until a relevant loading
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time has elapsed. Additional testing conditions may be set
(step 214), and data sets may be measured (step 216) and
recorded (step 218) until the particulate matter accumulation
characteristics for the engine have been determined at a range
of desired testing conditions (step 219) and, thus, particulate
matter accumulation data has been gathered across a range of
after-treatment conditions, thereby enabling the varying lev-
els of intensity at which passive regeneration occurs to be
characterized. As those skilled in the art will appreciate, the
number of weights per loading should be based upon the
various levels at which model accuracy is desired. Conditions
of particular interest may include those triggering regenera-
tion. The relevant loading time may be a length of time
necessary to experience limitations on engine power resulting
from particulate matter accumulation.

A process 200 for developing an adjusted kinetic burn
model also includes the step of executing (step 220) a pres-
sure-based soot accumulation model, such as the model
described in step 120 above, at each of the testing conditions
used in steps 212 and 214 described above. By executing the
pressure-based soot accumulation model at each of the testing
matrix conditions, particulate matter accumulation can be
predicted in the absence of passive regeneration.

A process 200 for developing an adjusted kinetic burn
model also includes the step of calculating (step 230) differ-
ences between data collected in step 210 and the predictions
generated in step 220 using the soot model. These differences
represent the actual under- or over-prediction of particulate
matter levels (i.e., particulate matter under- or over-predic-
tions). Since the under-prediction can be associated with the
failure to account for the soot burn rate associated with regen-
eration, the kinetic model is used to correct for under-predic-
tion by the differential pressure-based model.

Next, a soot burn rate is predicted (step 240) using an
adjusted kinetic burn model executed at each of the testing
conditions used in steps 212 and 214 described above. The
adjusted kinetic burn model simulates the phenomenon of
passive regeneration and is therefore capable of predicting,
with reasonable accuracy, in real-time, soot oxidized by NO2.
The kinetic burn model simulates the passive regeneration
occurring at each of the matrix conditions, estimating, in
real-time, the rate of soot burn and heat production associated
with the NO2 reaction. Accordingly the kinetic based burn
model produces an estimate of the level of under- or over-
prediction as a real-time soot burn rate associated with NO2
reaction. Next, a process 200 for developing a soot model
(e.g., that is based on differential pressure and accounts for
model inaccuracies associated with passive regeneration)
also includes the step of correlating the error measured (step
250) with the soot rate estimated via the kinetic model. A
resulting model based on differential pressure should, there-
fore, be capable of predicting soot in the absence of passive
regeneration. A kinetic model should be capable of accurately
simulating soot burn associated with passive regeneration. A
combined soot model comprising the model based on differ-
ential pressure and the kinetic model can be created so as to
produce reliable predictions whether passive or non-passive
regeneration is occurring. Such a combined soot model
couples the model based on differential pressure with the
kinetic model by establishing a correlation (e.g., via empirical
data) between the inaccuracies that are inherent in the model
based on differential pressure and soot burn rates as predicted
using the kinetic model.

Accordingly, a process 200 for developing an adjusted
kinetic burn model also includes the step of determining (step
260) adjustments that are sufficient to adjust the kinetic burn
model so that the model predicts, with reasonable accuracy,
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actual under- or over-prediction of particulate matter levels
(i.e., particulate matter under-predictions) associated with the
failure to account for soot burn rate associated regeneration.
The adjustments are applied (step 270) to the kinetic burn
model, thereby creating an adjusted kinetic burn model.

Thus, the adjusted kinetic burn model can accurately pre-
dict a real-time soot burn rate associated with the NO2 reac-
tion. This soot burn rate can be used to adjust (step 280)
results produced by the pressure-based soot accumulation
model to produce accurate predictions for soot accumulation
in an after-treatment component. These predictions can be
used to accurately determine when it may be advantageous to
actively facilitate a regeneration event or to effectuate control
over the regeneration process such as by adding heat to a
regeneration component or to notify an operator that it may be
necessary to replace a regeneration component. In essence, an
accurate, real-time soot correction can be used to compensate
for inaccuracies inherent in pressure-based soot accumula-
tion models. This real-time soot correction is based on esti-
mated real-time soot burn rates associated with NOx reac-
tions, as calculated by a kinetic based burn model that is
correlated to empirical data. As a result, hardware protection
can be improved and engine efficiency can be maintained.

While the invention has been described with reference to
exemplary embodiments, it will be understood by those
skilled in the art that various changes may be made and
equivalents may be substituted for elements thereof without
departing from the scope of the invention. In addition, many
modifications may be made to adapt a particular situation or
material to the teachings of the invention without departing
from the essential scope thereof. Therefore, it is intended that
the invention not be limited to the particular embodiments
disclosed, but that the invention will include all embodiments
falling within the scope of the application.

What is claimed is:

1. A method for controlling regeneration within an after-
treatment component of a compression-ignition engine, com-
prising:

receiving a pressure drop index indicative of a decrease in

pressure of an exhaust stream as it passes through the
after-treatment component;

receiving a flow rate index indicative of a rate of flow of the

exhaust stream;

calculating an initial estimate of accumulated particulate

matter in the after-treatment component based on a pres-
sure-based soot accumulation model, the pressure drop
index, and the flow rate index;

calculating a soot prediction error inherent in the soot

model,;
calculating an adjusted estimate of accumulated particulate
matter in the after-treatment component based on the
initial estimate of accumulated particulate matter in the
after-treatment component and the soot prediction error;

comparing the adjusted estimate of accumulated particu-
late matter in the after-treatment component to a prede-
termined threshold associated with the after-treatment
component; and

initiating a remedial action when the adjusted estimate of

accumulated particulate matter in the after-treatment
component exceeds the predetermined threshold,
wherein the remedial action comprises initiating one or
more adjustments to one or more engine control param-
eters so as to modify operation of the engine to promote
passive regeneration in the after-treatment component;
wherein the step of calculating a soot prediction error com-
prises executing an adjusted kinetic burn model to esti-
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mate a quantity of soot disposed through passive regen-

eration, wherein the adjusted kinetic burn model is

develop by:

gathering particulate matter accumulation data under a
range of conditions in which passive regeneration
occurs at varying levels of intensity by measuring a
weight of the after-treatment component at a plurality
of particular operating conditions under the range of
conditions;

executing the pressure-based soot accumulation model
at the plurality of particular operating conditions to
predict particulate matter accumulation data in the
after-treatment component;

calculating a difference between the gathered particulate
matter accumulation data and the predicted particu-
late matter accumulation data;

predicting a soot burn rate utilizing a kinetic model to
simulate passive regeneration and predict an amount
of soot oxidized by NO2;

correlating the calculated difference with the soot burn
rate predicted with the kinetic model;

determining adjustments to adjust the kinetic model
such that the kinetic model predicts under-production
or over-production of particulate matter levels in the
after-treatment component associated with a failure to
account for a soot burn rate associated with passive
regeneration; and

applying the adjustments to the kinetic model to develop
the adjusted kinetic burn model; and

wherein the kinetic burn model is configured to account for

the effects of heat released by passive regeneration in the
after-treatment component.

2. The method of claim 1, wherein the pressure drop index
represents a pressure ratio across the after-treatment compo-
nent.

3. The method of claim 1, wherein the pressure drop index
represents a difference in pressure across the after-treatment
component.

4. The method of claim 1, wherein the pressure drop index
represents a normalized difference in pressure across the
after-treatment component.

5. The method of claim 1, wherein the flow rate index is
based on a speed of the engine.

6. The method of claim 1, wherein the flow rate index is
based on a mass airflow rate of the engine.

7. The method of claim 1, wherein the pressure-based soot
accumulation model is based on empirical data.

8. The method of claim 1, wherein the pressure-based soot
accumulation model is configured to predict particulate mat-
ter accumulation in the absence of passive regeneration.

9. The method of claim 1, wherein the kinetic burn model
is adjusted to approximate data measured using the engine
and the after-treatment component.

10. The method of claim 1, wherein the adjusted kinetic
burn model is configured to account for the effects of NOx
storage or release in the after-treatment components.

11. The method of claim 1, wherein the adjusted kinetic
burn model is configured to account for the effects of sulfation
or desulfation in the after-treatment component.

12. The method of claim 1, wherein the adjusted kinetic
burn model is configured to account for the formation of
alternate reductants in the after-treatment component.

13. The method of claim 1, wherein the one or more adjust-
ments are configured to provide a minimum temperature at
the after-treatment component promoting passive regenera-
tion in the after-treatment component.
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14. The method of claim 1, wherein the one or more adjust-
ments comprise modifying fueling and timing of the engine.

15. The method of claim 1, wherein the one or more adjust-
ments comprise activating an auxiliary heating element to
increase a temperature of the exhaust stream.

16. The method of claim 1, wherein the remedial action
comprises activating a warning light instructing the operator
to initiate regeneration in the after-treatment component.

17. The method of claim 1, further comprising actuating a
switch to initiate regeneration in the after-treatment compo-
nent.

18. A method for controlling regeneration within an after-
treatment component of a compression-ignition engine, the
method comprising:

predicting a soot accumulation in the after-treatment com-

ponent using a pressure based soot accumulation model;

developing an adjusted kinetic burn model based on a

kinetic model;

predicting a soot burn rate in the after-treatment compo-

nent associated with NO2 using the developed adjusted
kinetic burn model;

adjusting the predicted soot accumulation with the soot

burn rate predicted with the adjusted kinetic burn model
to predict a corrected soot accumulation in the after-
treatment component,

comparing the corrected soot accumulation to a predeter-

mined threshold; and

adjusting at least one engine control parameter to promote

passive regeneration in the after-treatment component if
the corrected soot accumulation exceeds the predeter-
mined threshold;

10

15

20

25

10
wherein the adjusted kinetic burn model is developed by:

gathering particulate matter accumulation data under a
range of conditions in which passive regeneration
occurs a varying levels of intensity by measuring a
weight of the after-treatment component at a plurality
of particular operating conditions under the range of
conditions;

executing the pressure-based soot accumulation model
at the plurality of particular operating conditions to
predict particulate matter accumulation data in the
after-treatment component;

calculating a difference between the gathered particulate
matter accumulation data and the predicted particu-
late matter accumulation data;

predicting a soot burn rate with the kinetic model to
simulate passive regeneration and predict an amount
of soot oxidized by NO2;

correlating the calculated difference with the soot burn
rate predicted with the kinetic model;

determining adjustments to adjust the kinetic model
such that the kinetic model predicts under-production
or over-production of particulate matter levels in the
after-treatment component associated with a failure to
account for a soot burn rate associated with passive
regeneration; and

applying the adjustments to the kinetic model to develop
the adjusted kinetic burn model.
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